
TECHNICAL SPECIFICATIONS

USE

• Material : Polyamide• Material : Polyamide
• Kernmantel rope Ø 11 mm, sewn termination with• Kernmantel rope Ø 11 mm, sewn termination with
sheath and thimblesheath and thimble
• Traction resistance ≥ 2900 daN• Traction resistance ≥ 2900 daN
• Transparent protective sleeve on ends • Transparent protective sleeve on ends 
• Steel screw gate connector on top side• Steel screw gate connector on top side
• Weight 1kg / 10 m• Weight 1kg / 10 m
• Available lengths* : 10, 20 and 30 meters.• Available lengths* : 10, 20 and 30 meters.
* Other lengths on request* Other lengths on request

CERTIFICATION :  EN 353-2 : 2002 (WITH NSD16.A)  / REGULATION : 2016 / 425

Flexible anchorage line for guided type fall arrester NSD16. The 
upper end is fitted with a sewn termination with protective 
sleeve and a screw gate connector.

• NSD16 : Guided type fall arrester on flexible anchorage line

Works at height with vertcial fall hazards.Works at height with vertcial fall hazards.

DESCRIPTION

ASSOCIATED PRODUCT

REF.
NDRI10.A /20.A /30.Aneofeu.com

FLEXIBLE ANCHORAGE LINE

FALL PROTECTION ONLY*

*Un seul métier, l’antichute 
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