
range
--

model
--

references
NMINABSP5

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 2,5 m

• tested up to 140 kg
• steel screw connector + aluminium 
swivel connector with fall indicator

• harness-side absorber

range
VERTIG’O

model
MINI25

references
NMIN025QKP.01

standard(s)
EN 360 : 2023

lifetime
10 years + 2 years (storage)

specifications
• 2,5 m

• tested up to 140 kg
• aluminium screw connector + 

aluminium swivel connector with fall 
indicator

• anchor-side absorber



range
EDGE

model
--

references
NEO020MK

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 2 m

• tested up to 140 kg
• vertical / horizontal use

• reversed use (other model NEO020.NE)
• factor 2 use

• connectors according to reference

range
VERTIG’O

model
--

references
NEO020MK.01

standard(s)
EN 360 : 2023

lifetime
10 years + 2 years (storage)

specifications
• 2 m

• tested up to 140 kg
• vertical use

• reversed use (same model)
• factor 2 use

• connectors according to reference



range
EDGE

model
--

references
NEO035MK

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 3,5 m

• tested up to 140 kg
• vertical / horizontal use

• connectors according to reference

range
VERTIG’O

model
--

references
NEO035MK.01

standard(s)
EN 360 : 2023

lifetime
10 years + 2 years (storage)

specifications
• 3,5 m

• tested up to 140 kg
• vertical use

• connectors according to reference



range
EDGE

model
NEO EVO EDGE

references
NEO120EVOMK.01

standard(s)
EN 360 : 2023

lifetime
Unlimited

Textile components: 10 years

specifications
• 12 m

• tested up to 140 kg
• vertical / horizontal use

• aluminium triple lock connector + 
aluminium swivel connector with fall 

indicator

range
EDGE

model
NEO EDGE EVO

references
NEO120EVO

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 12 m

• tested up to 140 kg
• vertical / horizontal use

• aluminium triple lock connector + 
aluminium swivel connector with fall 

indicator



range
EDGE

model
VEH’O7 EDGE

references
NCS7HOAF.01

standard(s)
EN 360 : 2023

lifetime
Unlimited

Textile components: 10 years

specifications
• 7 m

• tested up to 140 kg
• vertical / horizontal use

• Steel screw gate connector + swivel steel 
connector with fall indicator
• external energy absorber

range
EDGE

model
--

references
NCS7HO

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 7 m

• tested up to 140 kg
• vertical / horizontal use

• Steel screw gate connector + swivel steel 
connector with fall indicator



range
VERTIG’O

model
VG’O5 / VG’O10

references
NCS05AF.01 / NCS10AF.01

standard(s)
EN 360 : 2023

lifetime
Unlimited

specifications
• 5 and 10 m

• tested up to 140 kg
• vertical use

• Steel screw gate connector + swivel steel 
connector with fall indicator

range
--

model
--

references
NCS5 / NCS10

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 5 and 10 m

• tested up to 140 kg
• vertical use

• Steel screw gate connector + swivel steel 
connector with fall indicator



range
EDGE

model
VEH’O15 EDGE / VEH’O20 EDGE

references
NCS15AF.01 / NCS20AF.01

standard(s)
EN 360 : 2023

lifetime
Unlimited

Textile components: 10 years

specifications
• 15 and 20 m

• tested up to 140 kg
• vertical / horizontal use

• Steel screw gate connector + swivel steel 
connector with fall indicator
• external energy absorber

range
--

model
--

references
NCS15 / NCS20

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 15 and 20 m

• tested up to 140 kg
• vertical use

• Steel screw gate connector + swivel steel 
connector with fall indicator



range
VERTIG’O

model
VG’O30 / VG’O40

references
NS30F.01 / NS40F.01

standard(s)
EN 360 : 2023

lifetime
Unlimited

specifications
• 30 and 40 m

• tested up to 140 kg
• vertical use

• Swivel steel connector with fall indicator

range
--

model
--

references
NS30 / NS40

standard(s)
EN 360 : 2002

lifetime
10 years

specifications
• 30 and 40 m

• tested up to 140 kg
• vertical use

• Swivel steel connector with fall indicator


